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Abstract
High-charge electron beams produced by laser-wakeﬁeld accelerators are potentially novel, scalable
sources of high-power terahertz radiation suitable for applications requiring high-intensity ﬁelds.
When an intense laser pulse propagates in underdense plasma, it can generate femtosecond duration,
self-injected picocoulomb electron bunches that accelerate on-axis to energies from10s ofMeV to
several GeV, depending on laser intensity and plasma density. The process leading to the formation of
the accelerating structure also generates non-injected, sub-picosecond duration, 1–2MeVnanocou-
lomb electron beams emitted obliquely into a hollow cone around the laser propagation axis. These
wide-angle beams are stable and dependweakly on laser and plasma parameters. Herewe perform
simulations to characterise the coherent transition radiation emitted by these beams if passed through
a thinmetal foil, or directly at the plasma–vacuum interface, showing that coherent terahertz radiation
with 10sμJ tomJ-level energy can be producedwith an optical to terahertz conversion efﬁciency up to
10−4–10−3.
1. Introduction
Terahertz (THz) radiation, which lies betweenmid-infrared andmicrowaves, is of great interest to researchers
and industrialists because of thewide range of applications [1–7]. Several differentmechanisms for generating
electromagnetic ﬁelds within this so-called ‘THz gap’, between 0.1 and 10THz, have been explored. Among
these, acceleration of photocarriers in semiconductor antennas [8] and optical rectiﬁcation in electro-optic
crystals [9] are currently themostwidely used.However, the relatively low damage threshold of opticalmaterials
restricts themaximumenergies possible. Plasma, in contrast, has no such limitation as it is already broken down.
Because of the high currents that it can sustain, it offers the potential of generating very intense THz radiation,
which could be useful for applications investigating nonlinear processes [10, 11].
Laser–plasma interactions involve a rich range of physical processes that occur during and immediately after
interaction, which include severalmechanisms for the generation of THz radiation. For example, in recent
years,moderate intensity lasers have been used to generate air–plasma ﬁlaments [12–14], in particular with two-
colour laserﬁelds [15–20]. This produces emission of conical THz radiationwith conversion efﬁciencies as high
as 10−3, although saturation tends to occur at high laser intensities [18]. Laser–solid interactions at high
intensities can produce THz radiation through severalmechanisms, which typically involve the excitation of
surface currents on solid targets [21–25], embedded plasma dipoles [26] and also coherent transition radiation
(CTR) at boundaries and interfaces [27–29]. Thesemethods can lead to high energies (in the sub-millijoule
range) and high peak electric ﬁelds (1–100sMV cm−1), which can be scaledwith the laser intensity [24, 25].
However, a fresh target surface is required for each shot,multiple beams are sometimes necessary, and stability
and debris are also challenging. In contrast, THz generation schemes based on laser–gas interactions employ gas
nozzles where fresh plasma is produced on each shot. Another common scheme for generating THz radiation is
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the emission of CTR from electron beams crossing an interface between twomedia of different dielectric
constant [30]. Leemans et al [31] reported the observation of THz radiationwith energies of 3–5μJ sr−1when
forward electron beamswith 5MeV energy, with aMaxwellian velocity-distribution andnC-level charge from a
laser-wakeﬁeld accelerator (LWFA) cross the plasma–vacuumboundary. CTRwith spectra extending from
microwaves to the near infrared is also producedwhen high-energy electron beams fromboth conventional and
LWFAs pass through ametallic foil [32–35]. This paper investigates the production of THz radiation fromvery
high-charge, wide-angle electron beams from a LWFA that are not injected into thewake [36, 37].We show that
these obliquely emitted beams, with nC-level charge and 1–2MeV energy, can produce 10sμJ tomJ-level THz
radiationwhen passed through a foil or at the plasma–vacuumboundary of the accelerator.
2. Theoreticalmodel
Figure 1 shows a schematic diagramof a THz radiation source based onwide-angle electron beams froma
LWFA. An infrared laser pulse is focused to relativistic intensities (I>1018Wcm−2) onto a gas target and emits
a high-charge, low-energy electron beam in awide forward cone around the laser propagation axis. High-energy
electron bunches with typically 1%–10% energy spread can also be accelerated along the laser axis. The LWFA is
modelled in three-dimensional geometry using the particle-in-cell (PIC) codeObject-oriented Simulation
Rapid Implementation System (OSIRIS) [38] and details of these simulations are presented in [36]. A selection of
the phase-space distribution of wide-angle electrons obtainedwithOSIRIS is loaded into a code based on the
vectormodel described in [39], which calculates transition radiation (TR) from a perfectly conducting screen of
arbitrary shape and orientation for arbitrary electron energies and particle numbers. This screen can represent
an inserted foil or the plasma–vacuumboundary.We nowbrieﬂy review the physics of LWFAs and describe the
model used to calculate TR. Simulation results are presented in the next section.
2.1. Laser-wakeﬁeld acceleration
The emission of wide-angle electron beams from a LWFA is driven by the samemechanism responsible for the
generation of high-energy forward electron beams. The ponderomotive force of an intense laser pulse
propagating in an underdense plasma expels electrons away from the high intensity region, forming an ion-ﬁlled
‘bubble’ trailing behind the pulse [40, 41]. Some background electrons can become trapped inside the bubble,
where they are exposed to electricﬁelds in excess of 100 GVm−1 and accelerate to high energies over short
distances. Energies up to 4.2 GeVhave been achieved over centimetre-scale lengths [42].Most electrons,
however, are not injected into the bubble, but stream around the bubble walls as a sheath, where they can
experience accelerating ﬁelds of about 10–100GVm−1 in both longitudinal and transverse direction. The
acceleration length is typically 5–10μm in the transverse direction, limited by the bubble size, and 10–20μm in
Figure 1. Schematic diagramof a THz source driven bywide-angle electron beams. An intense laser pulse focused onto a gas jet
accelerates oblique electrons that generate CTRon a rectangular foil withwidthw and height h, offset by a distance d from the laser
axis and oriented at an angleα perpendicular to the horizontal plane zacc–xacc.
2
New J. Phys. 20 (2018) 043046 XYang et al
the laser propagation direction, since electrons can travel some distancewith the bubble before being ejected.
Some of these sheath electrons gain an energy of 1–2MeV through a sling-shot action and exit the plasma at an
angle of 30°–60°with respect to the laser propagation direction, depending on the speciﬁc energy gain. Often,
electrons travelling near the bubble interior gain a highermomentum, especially in the longitudinal direction,
and are expelled closer to the laser axis, whereas electrons travelling further away from the bubble interior gain
lower energy and are ejected at a larger angle. Thesewide-angle electrons form a cone containing up to 10s-nC
total charge in a bunchwith duration of the order of 1ps, based on PIC simulations. Experiments and
simulations show that wide-angle beams are emittedwith high stability and little variation in energy and ejection
angle for awide range of laser and plasma parameters [36, 37].
2.2. Transition radiation
When theﬁeld of a charged particle encounters an obstacle, such as a foil or dielectric plate, surface currents and
charge densities are excited, causing the emission of transition or diffraction radiation. Severalmethods and
approximations have been employed to calculate the energy distribution of TR for different geometries [43–46].
Herewe follow the approach described in [39], where electromagnetic equivalence theorems are used to
calculate TR from a perfectly conductive foil as the emission of a virtualmagnetic surface current
cj n Es e0  q , where ns is the normal vector to the foil, Ee is the electronʼsﬁeld, ò0 the vacuumpermittivity
and c the speed of light.
For the geometry illustrated schematically inﬁgure 2, the vector potential describing TR is
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Figure 2. Schematic diagramused to calculate TRobserved atR and emitted by an electronmoving along z and crossing a conducting
screen at the pointO.
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The electric andmagnetic ﬁelds are
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where the second equation is exact, whereas the ﬁrst equation is valid at a distance from the source sufﬁciently
large to allow for the radiationʼs wavefront to be almost spherical (quasi-spherical approximation). This
condition is less restrictive than the far-ﬁeld approximation, which requires an observation distanceR?γ2λ,
withλ the radiationwavelength [39]. Often the calculation of CTR emitted by ultra-relativistic particles is
further simpliﬁed by neglecting the longitudinal component Eez of the electronʼsﬁeld (scalar approximation)
and the foil orientation.However, for the low energies and large incidence angles encountered here, these
approximations are not valid and themore accurate vectormodel is used. The energy radiated per unit frequency
interval and per unit area is derived from the Poynting vector, obtaining [44]
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Transition radiation is calculated numerically for each electron in a coordinate system that is translated and
rotated to align the direction ofmotionwith the z-axis. The electric ﬁeld produced by each electron at the
observation point is summed to obtain the full beam emission and the corresponding energy density. A space-
frequency grid is employed to calculate the energy density at different positions and frequencies, and numerical
integrations are performed to obtain the radiation spectrum and total energy.Most results presented here are
obtained using 20 000 electrons and rescaled to higher beam charges using the quadratic dependence reported in
section 3. The foil-detector distance is 500 mm, comparable to the likely scale of experiments. Often, large
source-detector distances are required for longwavelength radiation to become fully formed.However, for the
low electron energies considered here, the formation length is of the order ofmillimetres, as discussed below.
2.3. Single-particle TR
In order to facilitate the interpretation of the simulation results presented in the next section forwide-angle
electron beams, we describe here the angular properties of TR emitted by a single electron, using the vector
model introduced previously. Figure 3 shows horizontal scans of the energy density of TR generated by an
electronwith different energiesmoving in the 0° direction and passing through the centre of a 3mm×3mm
foil oriented at different angles. Plots on the right column correspond to an electron energy of 10MeVand
reproduce the characteristic TRpattern, with forward emission in a narrowhollow cone peaked at an angle 1/γ
with respect to the electron path direction, and backward radiation produced in the specular direction.When
the electron crosses the foil at normal incidence (top row) the four radiation lobes are symmetric, whereas for
oblique incidence the lobes closer to the surface aremore intense. This asymmetry is due to the longitudinal
component of the electronʼs ﬁeld [47], and is stronger at low energies and large incidence angles, almost
vanishing for energies beyond approximately 50MeV. For 10° orientation (bottom row), most radiation is
emitted in direction almost parallel to the foil surface and some of the lobes are not clearly distinguishable.
TR produced by a beamwith non-zero energy spread and divergence can be considered as the convolution of
the signal emitted by a single electronwith the distribution function representing the bunch shape. Typically this
results in the broadening of the forward and backward cones, which can become partially ﬁlled also for highly
relativistic beams. In the case of wide-angle electron beams, the bunch shape is complex and evolves quickly,
therefore numerical simulation are required.
3. Simulation results
Wenowpresent simulation results of CTRproduced bywide-angle electron beams as they cross a conducting
surfacewith varying size, position and orientation,modelling the emission of CTR at both the plasma–vacuum
boundary and from inserted foils.We show that 10sμJ tomJ-level coherent radiation is produced in the spectral
region between 0.1 and 5THz, peaked at a frequency that depends on the size and location of the foil.
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The properties of oblique electron beams have been studied for awide range of laser and plasma parameters,
ﬁnding little variation in the angular distribution and energy spectrum, whereas the charge scales linearly with
laser intensity and plasma density. Therefore, the angular distribution and spectrumofCTR also change little. As
a representative example, we show results obtained for parameters similar to the experiments on the
characterisation of wide-angle electron beams reported in [36]. A horizontally polarized laser with 0.8μm
wavelength, normalized vector potential a0=3, spot radiusw0=7 μmand 20fs pulse duration interacts with
a pre-ionized plasmawith density 2×1019 cm−3 and 500μmlength. Awide-angle electron beam is emitted in a
conewith 38°±13° aperture angle from the laser axis. The energy distribution is exponential, with amean of
Figure 3.Energy density (10−24 J sr−1) integrated between 0.3 and 4THzof TR emitted by a single electronwith 1 (left column), 2
(middle column) and 10 (right column)MeVenergy from a 3×3mmfoil with 90° (top row), 60° (second row) 30° (third row) and
10° (bottom row) orientation. The observation point is at a distance of 500mmfrom the foil in the x–zplane. The thick blue line
shows the foil orientation.
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1.8MeV (Lorentz factor γ=4.5), and the total charge in the full cone is 10nC. Electrons in the left section of
the cone (xacc>0)with energy greater than 0.5MeVare ballistically propagated to a rectangular surface
perpendicular to the zacc–xacc plane, placed at varying offsets and angles from the laser axis (see insert in ﬁgure 1).
For the chosen surface position, the electron beampasses close to the centre. Similar results are expected for the
other sections of the cone, although the charge density can be smaller in the vertical axis, perpendicular to the
laser polarization direction. Scattering in the foil has been simulated usingGeant4 [48] and its effect is found to
be small, since the electron beamdivergence is already large. The energy loss is also small for foils with thickness
of a few hundredsμmor less. These effects are neglected in the results presented here.
The scaling of TRpowerwith electron beam charge has been veriﬁed by performing a simulation using a
varying number of particles. As shown in ﬁgure 4, the radiation energy scales as the square of the number of
electrons, indicating a high degree of coherence. Results presented here use a portion of the electron beam cone
and assume a charge of 1nC,matching the experimental results of [36] and the predictions of PIC simulations
for similar laser parameters. The radiation yield for different beam charges can be estimated using this quadratic
dependence, at least for comparable electron energy and spatial distributions.
3.1. Effect of foil orientation
Figure 5 shows a horizontal scan of the energy density of CTR generated bywide-angle electrons passing through
a 1mm×0.5mmfoil offset by 100μmfrom the laser axis for different orientations. As shown in section 2.3,
highly relativistic electron bunches emit CTR in a narrowhollow cone peaked at an angle 1/γwith respect to the
electron path direction. Backward radiation is also produced in the specular direction in a hollow conewith
orientation that depends on the particle incidence angle on the foil. Because of the low energy and large
divergence of wide-angle electron beams, the results obtained here are characterized by a broad and asymmetric
angular distribution. For a foil parallel to the laser axis (ﬁgure 5(a)), the electronmean incidence angle is about
55° fromnormal (35° from the beamaxis), similar to the third row inﬁgure 3, where the incidence angle is 30°
from the beam axis. CTR is emittedmostly in the direction parallel to the foil, peaked at an angle of about 10°. As
the foil is rotated, the angular distribution becomesmore symmetric and the forward and backward lobes
become gradually distinguishable.
The spatial, spectral and temporal proﬁle of one of these lobes is shown inﬁgure 6 for the case of 60°
orientation (ﬁgure 5(c)) and observation plane centred at 0°, perpendicular to the z–x plane (see insert in
ﬁgure 1). The FWHMdivergence is 39° in the horizontal direction and 44° in the vertical direction, with
spectrumpeaked at 0.6THz and total energy of 45μJ, assuming a 1nC electron beam charge. The energy of the
driving laser is about 300mJ and the optical to terahertz efﬁciency is about 1.5×10−4. The energy contained in
the electron beam is 1.8mJ for 1 nC charge and the conversion efﬁciency from electrons toCTR is about
2.5×10−2. Transition radiation is emitted over a large angle due to the low electron beam energy and this large
divergencemay not be ideal for some applications. However, it is possible to re-collimate or focus theCTRbeam
close to the source, for example using an off-axis parabola with a hole, because for such low electron energies the
formation length is short. For forward emission at wavelengthλ and angle θ, it is z 2 1 cosf CM Q C R [ ( )],
withβ the electron velocity over the speed of light. The electron beampath should be unobstructed for distances
longer than the formation length in order to prevent attenuation of the emitted radiation [49, 50]. For 2MeV
energy, θ=1/γ and 0.5THz frequency, zf≈2mm. In contrast, zf≈8 m for a 150MeV electron beam,which
makes it difﬁcult to perform experiments with a fully formed beam in a compact space.
Figure 4.Energy versus number of simulation particles for CTR emitted by a 1mm×1mmfoil with 60° orientation and 100μm
offset, integrated between 0.3 and 4THz and between−500 and 500mm in x and y.
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APIC simulation performed for higher laser energy (a0=8), while keeping the same plasma parameters
and laser spot size, predicts an increase of the electron beam charge by a factor of 6 and amean energy of
2.5MeV. TheCTR radiation obtained using this new phase-space distribution for the same geometry ofﬁgure 6
is still peaked at 0.6THz and has the same divergence, with an energy of 1.5mJ for a 6nC electron beam charge,
indicating thatmost of the electrons radiate coherently. In this case the energy of the driving laser is about 2.3J,
and the optical to terahertz efﬁciency is about 5×10−4, which could be increased to 10−3 by using a larger
fraction of thewide-angle electron beam. The energy contained in the electron beam is 15mJ for 6 nC charge
and the conversion efﬁciency from electrons toCTR is about 0.1.
3.2. Effect of foil size
The PIC simulations performed here use a uniformpre-ionised plasmawith radius of approximately 20μm,
reproducing conditions typically found in LWFAs based on gas jets, where the driving laser pulse creates a long
plasma channel with transverse radius typically between 10 and 30μm, depending on laser and target
parameters.We nowpresent results of CTRproduced on a surface parallel to the laser propagation axis, with
22μmtransverse offset, which is indicative of the emission expected at the plasma–vacuumboundary.
Simulations performed for 30μmoffset produce almost identical results, suggesting that small variations in the
transverse size of the plasma do no cause signiﬁcant changes. On the other hand, the CTR spectrum and yield of
simulations performedwith an offset of several 100sμm is signiﬁcantly different, because of the rapid evolution
of the electron beam, as discussed below.
The dependence of theCTR spectrumon the radiator size is shown inﬁgure 7 for a rectangular foil parallel to
the laser axis, with a 22μmoffset, 1mmwidth and varying height. The radiation is spatially integrated over a
500mm×500mmdetection area and the electron beam charge is ﬁxed at 1nC. As the foil height decreases,
the CTR signal becomesweaker and the peak shifts towards higher frequencies, because the low-frequency side
of the spectrum is suppressedwhen the radiator is smaller than the effective CTR source size γλ, which is 1mm
for ν=1THz and γ≈3.5 [51]. In a LWFA, the plasma is long and narrow, therefore the spatial distribution of
Figure 5.Energy density (μJ sr−1) integrated between 0.3 and 4THzof CTRby a 1×0.5mmfoil offset by 100μmfrom the laser axis
andwith (a) parallel (α=0°), (b) 30°, (c) 60° and (d) 90° orientation. The observation point is at a distance of 500mmfrom the foil in
the x–z plane. The thick blue line shows the foil orientation.
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wide-angle electron beams is elongated along the laser propagation direction. The foil height can be changed
without losing a large amount of charge, enabling away to tune the spectrum. In particular, the curve for 20μm
is also representative of the CTR emission expected fromwide-angle electron beams as they cross the vacuum–
plasma boundary, which presents a sharp transition, comparable to the boundary between vacuumand a perfect
conductor [52]. The angular distribution of CTR generated under these conditions is similar to the results of
ﬁgure 5(a), with emissionmostly parallel to the laser axis. This radiation can be collected and focused using an
off-axis parabola with a hole in the centre to let the laser beam and the high-energy forward electron bunches
through.
Figure 6. (a) Spatial, (b) spectral and (c) temporal proﬁle of CTR emitted at 0° for the same parameters ofﬁgure 5(c). The four plots in
ﬁgure (a) correspond to the frequency-integrated energy density contained in the three components of the electric ﬁeld Ex, Ey,Ez and
to the total energy density.
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3.3. Effect of foil position
A fundamental difference between high-energy forward electron beams from a LWFA andwide-angle beams is
the bunch length. The longitudinal diameter of the bubble structure driving LWFAs is about 10–30 μm,
depending on laser and plasma parameters [41]. Electrons injected into the bubble typically occupy a small
fraction of this size and the electron bunch duration is about 1–10fs [34, 35]. CTRproduced by such short
bunches has a broad spectrum, extending fromTHz frequencies or longer to the near infrared.Wide-angle
electron beams, on the other hand, are continuously ejected over at least 100sμmpropagation distances behind
the driving laser and the bunch duration has ps-scale, based on PIC simulations. As they leave the plasma, both
the bunch length and beam size increase further, causing the suppression of the high-frequency side of the
spectrum.
In general, the total powerP of TR is the sumof the contributionP0 from each electron, according to the
formula P N N f Px, ,e e
2
0O B [ ( )] , whereNe is the number of electrons and f is the bunch form factor, which
is a function of the electron spatial distribution, radiation frequency ν and foil orientationα. If the transverse
beam size is smaller than the longitudinal lengthσL, then f≈1 forλ?σL and emission at thesewavelengths is
coherent, with the power growing quadratically with the number of particles. For example, a 1ps (σL≈300
μm) bunch length corresponds to coherent emission at frequencies lower than about 1THz. If the transverse
beam size is large, radiation emitted by electrons at different positions on the foil is no longer in phase, resulting
in further suppression of the high frequencies. The phase-space distributions produced by PIC simulations show
that in the case of wide-angle electron beams, the bunch duration, deﬁned as the FWHMin direction of the foil
normal, typically grows fromabout 300–500fs at the accelerator exit to 1–2ps at a distance of 1mmfrom the
laser axis, depending on foil size and orientation. The transverse beam size, deﬁned as the FWHM in the
horizontal and vertical directions on the foil plane, grows from about 0.2mm×0.05mmto 1mm×0.5mm
over the same distance. This results in a shift of the high-frequency cut-off to about 0.5THz.Wide-angle
electron beams, however, have a complex three-dimensional distribution that cannot be separated into
longitudinal and transverse components,making the deﬁnition of bunch length and transverse beam size
somewhat arbitrary. An accurate prediction of the properties of CTR requires simulationswhere the ﬁelds
generated bymany electrons are summed numerically, as performed here. Examples are given inﬁgure 8 for
CTR emitted from a 3mm×3mmfoil with parallel orientation to the laser axis, showing that the spectrum
shifts towards lower frequencies as the electron beam leaves the plasma.Here a larger foil size is used to avoid the
suppression of the low-frequencies described above, as well as to intercept a larger fraction of the electron beam.
Results dependweakly on the foil orientation. For example, an angle of 60° results in a shift by about 0.15THz
towards higher frequencies in the case of 1000μmoffset.
4. Conclusions
Wehave shown, using numerical simulations, that wide-angle electron beams produced by LWFAs can deliver
10sμJ tomJ-level, single-cycle radiation in the 0.1–5 THz spectral region, depending on the radiator size and
location. At the vacuum–plasma boundary, the spectrumofCTR is peaked at about 2–3 THz, with the low
frequency part suppressed because of the small transverse size of the radiator, which is typically about
Figure 7. SpectrumofCTR produced by a 1mmwide foil with varying height at an offset of 22μmfrom the laser axis and parallel
orientation.
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20–30μm.As the electron beam leaves the plasma, the longitudinal and transverse size increase quickly and a
foil inserted at a distance of about 0.1–1 mm from the accelerator exit would produceCTRwith spectrum
shifted to approximately 0.1–1 THz.
Experimental and theoretical studies of wide-angle electrons indicate that THz radiation should be emitted
with high reproducibility on every laser shot. Radiation from the plasma–vacuumboundary could be collected
using an off-axis parabola with a hole, to let the laser and high-energy electron beam through. Radiation from an
inserted screen could be produced by using a foil with a hole, utilising the full wide-angle beam.Alternatively, a
foil ormetallic tape could be placed off-axis. If required, a LWFA can be tuned to produce onlywide-angle
beams, with no emission of high-energy femtosecond forward electron bunches.We observed experimentally
that this can be achieved, for example, by decreasing the laser energy or by focusing the laser pulse at different
positions in the gas target, along the longitudinal axis.
It was also found that the charge of wide-angle electron beams increases linearly with laser intensity and
plasma density [36, 37]. Therefore, the energy of THz radiation can also scale tomJ-levels, whichwouldmake an
intense source of THz radiationwith peak powers in excess of GWpeak powers, comparable with a far-infrared
free-electron laser (FEL) [53]. For current 10Hz, 10sTW lasers, an average power of 10–100mWis expected
over the far-infrared spectral range. Future 1kHz lasers would extend the average power to 1W,which is
comparable with a far-infrared FEL. This source of THz radiation based on underdense plasma has advantages
over comparable THz sources based on laser–solid interactions. Further research is required to experimentally
characterize these pulses and fully explore the potential of LWFAs for the production of intense THz radiation.
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